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Module Connection

Entering Device Manager (common)

Entering via Top Menu

Through the icon at the bottom of GDS-Smart, you can enter the Device Manager
function.

Touch ‘Here’ or En icon.

There is no VCI connection information. Tap here to connect. @ GDS-Smart E a3 O‘
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Entering via Bottom Menu

Through the Environment Setting at the bottom of GDS-Smart, you can enter the Device
Manager function.

Please enter the Environment Setting/Device Manager function at the bottom of screen.
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Connecting VCI Il

Connecting via Wireless Communication (Wi-Fi direct, B/T)

Connect VCI Il Module to the vehicle’s OBD-Il Connector to support power, and proceed
the following process:




1. Touch VCI Il tab of the Device Manager.

vcin GDS W TPM

VCl Il Information

Last connected VCI Il

O Firmware Version

Current - Latest 02.51/04.00

The Firmware version cannot be checkad.

Select a VCl Il for Connection Q

vcin State

Aftor socrching for VCI 1, solect the VC1 # you wont 19 connect o and enter your PIN code. (Rofr 10 the
User guide for FIN code (Configuration >Device Manager

VCI Il Connection Notes

= Check the status of OBD connector connection

and power condition.

« Check if another device (trigger module or tablet |
PC) is connectad.

« [t may take up to 30 Seconds to connect. (in case

of Wi-Fi Direct connection)

2. Search VCI Il to connect through Q icon.

< Device Manager K
vcin GDS W TPM

VCl il Information

Last connected VCI Il

Firmware Version

Current - Latest 02.51/04.00

The Firmware version connot be checkad.

Select a VCI i for Connection

Aftor soarching for VCI 1, soloct the VCI 1 you want 1 connect 1o and enter your PIN cods. (Refor 1 the
User guice for FIN code (Canfiguration >Device Manager

VCl1i Connection Notes

= Check the status of OBD connector connection

and power condition.

= Check if another device (trigger module or tablet |
PC) is connected.

= it may take up to 30 Seconds to connect. (In case

of Wi-Fi Direct connection)




3. Check the serial number of VCI Il to connect, and select it.

< Device Manager o
vein GDS VC TPMS

VClll information

Last connected VCI Il
Firmware Version
=0
Current - Latest 02.5/04.00

The Firmware version cannot be checked.

Select a VCl Il for Connection Q
VCI_i_NHD29246 Found
VCI Il Connection Notes

= + Check the status of O3D connector connection
—_— and power condition.
§ - Check if another device (trigger module or toblet
PC) is connected.
= it may take up to 30 Seconds to connect. (In case
of Wi-Fi Direct connection)

4. Check PIN CODE, and enter it.

Notice

Insert PIN CODE(O701) to connection with VCI Il

kit

Bluetooth pairing request




5. VCl Il connection is in progress.

VCI_II_NHD29246 Connection

@@? ’@o

Bluetooth Wi-Fi Direct

Connecting to VCl1l, please wait ¢ minute.

Connecting to VCI Il (VCI_lI_NHD29246) via Wi-Fi Direct...
29 seconds remaning

6. VCl Il connection is completed.

< Device Manager -
vein GDS VCli TPMS
VCI i Information
Q Last connected VCI Il 0]
1_I_NHD29
~ Firmware Version 2
=3

NS
Current 0253 Latest 02.51/04.00

Firmwore version is the latest.

Select a VC1 i for Connection

vcin State

VCI_I_NHD29246 sing

+ Check the status of OBD connector connection
and power condition.

« Check if another device (tngger module or tablet
PC) is connected.

« It may take up to 30 Seconds 1o connect. (In case
of Wi-Fi Direct connection)




Connection via Wire Communication

VCl Il can be connected via wire communication using a cable.
Connect the cable as shown in the figure below.
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Micro USB to USB-F USB to VCI I
(OTG Cable) (P/No.G1XDDCA002)

¢ | Tip on Status based on VCI Il Lighting Color

Not connected to tablet although VCI II's power is ON.
(proceed connection through VCI Il Connection Guide)

VCI Il and tablet is connected normally.

VCI Il and tablet are disconnected.

connection with tablet.)

VCl Il'is performing ECU upgrade.

_ (Connect VCI Il to OBD-Il Connector again, and reattempt

VCl Il'is in Driving Data Saving Mode.




Connecting GDS V(I

1. As shown in the figure below, proceed connection among vehicle — GDS VC| <

tablet.

USB to USB Mini
(P/No.G1XDDCAO007)

Micro USB to USB-F
(OTG Cable)

2. After connecting USB cable to tablet and support power, the pop-up is indicated as

shown in the figure below.

DLC Cable

|
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If you touch ‘OK’ button, GDS VCl is connected.

The connection information can be confirmed in the Environment Setting/Device

Manager.

|
GITMCommManagerService

< Device Manager

VIl GDsSVCI TPMS

Current 0139 Latest o139

Firmware version is the latest.

GDS VCI Connection Notes

= VCl Module should be turned on.
C_’ = « Connect VCI Module to your tablet with a USB
= C‘ able.

« Check the firmware version and update it.




Connecting TPMS

1. As shown in the figure below, connect TPMS Module and B/T Adapter and support
power.

2. Choose a tab on the Device Manager.

< Device Manager PEH

TPMS Information

Last connected TPMS

Firmware Version

Current = Latest  3.4/01.00

The Firmware version cannot be checked.

Selecta TPMS Adapter for C i Q

TPMS Biluetooth Adapter State

Enter PIN(DO00) when you set TPMS Biustooth adapter.

TPMS Biluetooth Adapter Connection Notes

= Combine a TPMS Module and Biuetooth
g Adapter.
| « Tum the TPMS Module on.
(=)

« After pairing. the state of TPMS BT Adapter
becomes “Connected”™ and means ready for using
TPMS.




3. Search TPMS to connect via Q icon.

< Device Manager o
vClil GDS\ TPMS
TPMS Information
Last connected TPMS
te}
[} Firmware Version
=0
Current = Latest 3.4/01.00
The Firmwaore version cannot be checked.
Selecta TPMS for Q
TPMS_BT_EAX64789 Found
TPMS Adapter Notes

=g

+ Combine a TPMS Module and Bluetooth
Adapter.

« Tum the TPMS Module on.

« After pairing, the state of TPMS BT Adapter
becomes “Connected” and means ready for using
TPMS.

4. Check PIN CODE, and enter it.

Notice

Insert PIN CODE(DQQO) to connection with TPMS

— _

Bluetooth pairing request
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5. TPMS connection is completed.

< Device Manager
vC GDSVCI TPMS
GDS VCl Information
Last connected GDS VCI
CV900061
o
° Firmware Version &
EIO)
Current 01.39 Latest 039
Firmware version is the latest.
GDS VCI Connection Notes

F=

« VCI Module should be turned on.

« Connect VCI Module to your tablet with a USB
coble.

= Check the firmware version and update it
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