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Basic Program Operation
This section provides description on basic GDS-Smart program operation.
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o Log-in

To use GDS-Smart, you may need to log-in through GSW account. If you don’t
log-in, it may restrict some of the functions.

=] Log-out status

Log-in status
* You can edit your profile. (Configration -> User Profile)

Login

Some features are not available when logged off.
Please use after login.

® You can apply Save ID and Maintain Log-in Status (7 days) options.
® If you lose your account, you can search your account through GSW
link.



@) Internet Update
You can update the latest information on GDS-Smart through Internet
Update function (Internet Update is supported in online environment).

Latest GDS-Smart version status

Downloading the date to be updated from the server

Notification on a new update
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Failed to connect to the server
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€) Module Connection Status Indication

This indicates wire/wireless connection status of tablet PC and communication
module.

Module connection can be proceeded from Setting/Device Manager item.

I? VCI Il module is not connected.

EJO Searching VCI Il module.

|E_g1 VCl I < Tablet is directly connected to wi-fi.
En VClII < Tablet is connected to a Bluetooth.
lr_gl@ VCl Il — Tablet is connected to a USB.

E® GDS VC| « Tablet is connected to a USB.




@) Capture Screen
You can capture the current screen of GDS-Smart, and save it as an image file.

+ Save it as an image file by touching the capture button.

® The captured data is saved in the path of NvciData/Record/

© Notification
You can check update history of GDS-Smart, and service communication history.
(supported in online environment)



Vehicle Type Selection

GDS-Smart is configured to allow access to diagnosis and information on the

selected vehicle type.\
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Select a vehicle type by reading VIN of the vehicle automatically
(Auto VIN)
* This requires diagnosis module connection.

Select a vehicle type through the entered search word or
entering a 6-digit VIN.

Indicate the previously selected vehicle types as a list.

Select a vehicle type by capturing the barcode of the vehicle.
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This allows connection to GSW website.

@) User Support

This allows connection to FAQ website provided by GIT. In addition, ‘Frequently
Asked Questions’ menu can provide the user with guidance on the use of
GDS-Smart or software.

€) Service Information

You can view a maintenance manual for the selected vehicle type/model year/engine.
(Shop Manual, ETM, DTC Guide, etc.)
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= G2o0GDI Special Service Tools pecial Service Tools
+) General Information
Iu:‘wm)a P Use Tool (Number and name) Mustration Use
: Crankshaft front oil s=al Installation of the front oil seai
Engine Mechanical System | Crankshalt Installation of the instaber . 06231-2E000 (instalier)
front od seal front ol seal (09231-2€000) [
instabier 09231-2E00%
Specifications (09231-2£000) (nstaller)
Repalr procedures Vaive stem seal Instaliation of the
nstaller vaive stem ofl seal
(09222-2€000) Valve stem seal nstaller Installabon of the valve siem cil seal
Troubleshooting (09222 26000)
Special Service Tools —— &
9222-3K000) -
4, Engine and Transaxle 09222 3100
Assembly
Valve spring compressor Removal and installation of the intaks
2 Timing System 8:09222 3K100 (09222-3KD00) a or exhaust valve
i (holder) (09222-3K100) o A-09222-3K000 (compressor
P = == 2 B:09222-3K100 fholder)
: rankshatt rear o e L s
Cylinder Head Assembly || ool installer - rear oil seal =
(09214:2E000) § A 09214-2E000 .
3 {09231-H1100 % (installer)
Cyfiaderlock B 10923141100
(handie) Crankshaft ress oil sesl Installation of the rear oil sesl
~ o instaber N A:08214-2E000 {instailer)
Cooling System Ring gear Holding ring gear so (09214 26000) o e B:09231-H1100 (handic)
that engine doesnt (09231-H1100)
(0923128100 e
+ Lubrication System (09231 3100
+ Intake and Exhoust
System
Ring gear Ring gear stopper Hokding ring gear 50 that engine
% st (09231-28100) A . doesn! tum/move after the starter is
Engine Electrical System {09231-30100 (09231-3N100) . removed
03231-2W1000 « &-na7a1oRI00




O e-Report
This function saves history of the diagnosis performed through diagnosis no.
issue on the server, and searches the diagnosis history.

© Configuration
You can check and change the environment configured in GDS-Smart.

Version

) You can check GDS-Smart’s version.
Information

You can check the connection status with the communication

Device Manager .
d module, and proceed firmware update.

User Profile You can configure the logged in user profile.
Auto VIN You can switch Auto VIN function to ON/OFF.
Diagnosis No. You can configure the setting for issuing the diagnosis no.
Server You can check GSW and update server URL.
Unit You can configure the data unit.
Language You can configure language to be used.




Auto VIN Configuration Method
You can switch Auto VIN function to ON/OFF by pushing the button to left/right.
If Auto VIN is switched ON, you can load VIN to the vehicle automatically.

<Use Example)
1. Connect VCI Il to the vehicle.
2. Perform pairing of VCI Il < GDS-Smart.
3. Vehicle type is selected automatically by reading VIN of the vehicle, which is
connected to VCI II.

< Configuration -3

Auto VIN Setting &

Viehic le VIN informaiton is automotically collected n VCI
s connected.

Version Information
Device Manager
User Profile

Auto VIN
Diagnasis No.

Server




