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Pripojeni modulu

Zadavani spravce zarizeni (béZn

Vstup pi‘es horni nabidku

e)

Prostrednictvim ikony ve spodni ¢asti KDS2.0 mizete zadat funkci Spravce zafizeni.

Klikni ‘zde’ nebo IE_E ikonu.
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Vstup pres horni nabidku

Prostfednictvim ikony ve spodni ¢asti KDS2.0 mizete zadat funkci Spravce zafizeni.

V dolni ¢asti obrazovky zadejte funkci Nastaveni prostfedi/Spravce zafizeni.
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The Firmware version cannot be checked.

Nepfipojeno.

Verze firmware -

The Firmware ver sion cannat be checked.
The Firmware version cannot t be checked.




Pripojeni VCI I
Pripojeni pres bezdratovou komunikaci (Wi-Fi direct, B/ T)

Pfipojte modul VCI Il ke konektoru OBD-Il vozidla pro podporu napajeni a postupujte

takto:




1. Kliknéte na VCI Il zaloZzku spravce zafizeni.

Device Manager KA

vain KDS VC TPMS

nformace

Posledni pripojené VCl Il

Verze firmware
=Q

Proud - Nejnovejsi 02.54/-

The Firmware version cannot be checked.

Select a VCl Il for Connection

v Stav

Aftar sasrching Tor VICI I, salect fhe VCI I you want o conmact fo and seéer your PIN code. (Rafar %o S1e user guds
Tor PIN cocte (ConfigurstorsDevics Mansger

VC1 il Connection Notes

Check the status of OBD connector connection and
power condifion,

Check If another device (trigger module or tablet PC)
is connected,

It may take up to 30 Seconds to connect, (In case of
Wi-Fi Direct connection)

2. Vyhledejte VCI Il pro pfipojeni pfes ikoan.

Device Manager KA

vain KDS VC TPMS

VCl Il Informace

Pasledni pfipajené VCI Il

Verze firmware
=S

Proud - Nejnovéjsi  02.54/-

The Firmware version cannof be checked.

Select a VCI Il for Connection

e Stav

Aftar sasrching Tor VICI I, salect fhe VCI I you want o conmact fo and seéer your PIN code. (Rafar %o S1e user guds
Tor PIN cocte (ConfigurstorsDevics Mansger

VC1 il Connection Notes

Check the status of OBD conneclor connection and
power condition.

Check If another device (irigger module o tablet PC)
is connected.

1t may take up to 30 Seconds to connect, (in case of
Wi-Fi Direct connection)




3. Zkontrolujte sériové cislo VCI Il pro pfipojeni a vyberte jej.

< Device Manager o
vl KDS VOl TPMS

VCI Il Informace

Posledni piipojené VCI II

Proud = NejnovEjsi 02.54/-

The Firmware version cannot be checked,

van Stav
VCI_Il TST12347 Nalezeno

VCI I Connection Notes

= Check the status of OBD connector cannection and
om pawer candition,
- E Check if another device (rigger modiule of fablet PC)
s connected.
It may take up to 30 Seconds to connect. (In case of
Wi-Fi Direct connection)

4. Zkontrolujte PIN kod a zadejte jej.

Notice
Bluetooth pairing request

Enter PIN to paie with VCI_II_NHD29246 (Try 0000
or1234)

Insert PIN CODE(0701) to connection with VCI Il

PIN
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5. Probiha spojeni VCI Il

VCI_II_TST12347 PFipojeni

Ol » B,

Bluetooth Wi-Fi Direct

Connecting to VClII, please wait a minute,

Connecting to VCI II(VCI_IiTST12347) via Wi-Fi Direct
29 seconds remaining

6. Pripojeni VCI Il je dokonéeno.

< Device Manager wta
vein KDS VCi TPMS
VCI 1l Informace
Q Posledni pripojené VCI Il o]
VCIILTST12347
Verze firmware &
=]¢ 4
Proud 02.56 Nejnovéjsi 0254/

Firmware version is the latest.

Select a VCI Il for Connection Q
vain Stav
VCI_Il_TST12347 Poutit

VCI Il Connection Notes

Check the status of OBD connector connection and
power condition.

Check If another device (trigger module or tablet PC)
is connected,

It may fake up o 30 Seconds fo connect. (In case of
WI-Fi Direct connection)




Pfipojeni pomoci dratové komunikace

VCI Il Ize pfipojit pouzitim dratové komunikace pomoci kabelu.
Pripojte kabel, jak je znazornéno na obrazku nize.

©

|

Micro USB to USB-F USB to VCI I
(OTG Cable) (P/No.G1XDDCAOQ02)

Q Kliknéte na Stav dle barvy osvétleni VCI Il

Neni pfipojen k tabletu, i kdyz je napajeni VCI Il zapnuto.

(pokracujte v pripojeni pomoci Priivodce pripojenim vci )

Vci Il a tablet je pfipojen normalné.

VCI Il a tablet jsou odpojeny.

pripojit k tabletu.)

VCI Il provadi aktualizaci ECU.

- (Znovu pripojte VCI Il ke konektoru OBD-Il a znovu se pokuste

VCl Il je v asporném rezimu ukladani dat.




Pfipojeni GDS VCI

1. Jak je znazornéno na obrazku niZze, pokracovat spojeni mezi vozidlem — GDS VCI <~
tablet.

USB to USB Mini DLC Cable
(P/No.G1XDDCAO007)

Micro USB to USB-F
(OTG Cable)

__‘%_j_g
-

2. Po pfipojeni kabelu USB k tabletu a podpofe napajeni, objevi se okénko jak je
znazornéno na obrazku nize.

Pokud se stisknete tlacitko , OK", GDS VCI je pfipojeno.

Informace o pfipojeni Ize potvrdit v Nastaveni prostfedi / Spravce zarfizeni.

< Device Manager 5
vl i KOS vel
KDS VCl Informace

Posledni pfipojené KDS VCI

CV900061

(=]
i A Verze firmware &
O (=)

Proud 0139  Nejnovéjsi 0139

Firmware version is the latest,

KDS VCI Connection Notes

VCI Module should be turned on,
E’ = Connect VC| Module to your tablet with a USB cable.
@) Check the firmware version and update it.

GITMCommManagerService




Pfipojeni TPMS

1. Jak je znazornéno na obrazku nize, pripojte modul TPMS a adaptér B / T a podpirné
napajeni.

2. Vyberte zaloZku ve Spravci zafizeni.

< Device Manager “

TPMS Informace |

Posledni pfipojené TPMS

o'~ Verze firmware
L (—
J Proud Nejnovéjsi  3.4/01.00

The update of firmware is required,

Select a TPMS Bluetooth Adapter for Connection Q
TPMS Biuetooth Adapter Stav
E PMS P

TPMS Bluetooth Adapter Connection Notes

Combine a TPMS Module and Bluetooth Adapter.
S Turn the TPMS Module on.
= After pairing, the state of TPMS BT Adapter becomes
=

“Connected” and means ready for using TPMS.




3. Vyhledejte TPMS pro pfipojeni pomoci ikongQ.

< Device Manager «

vCii KDS vCi TPMS

| TPMS Informace

Posledni pfipojené TPMS
[ @ Verze firmware

Proud - Nejnovéjsi  3.4/01.00

The update of firmware is required,

Select a TPMS Bluetooth Adapter for Connection Q

‘TPMS Bluetooth Adapter Stav

Enter PINIDOOO) when you set TPMS Bluetooth adapter.

TPMS Bluetooth Adapter Connection Notes

Combine a TPMS Module and Bluetooth Adapter.

Turn the TPMS Module on,

After pairing, the state of TPMS BT Adapter becomes
“Connected” and means ready for using TPMS.

4. Zkontrolujte PIN kod a zadejte jej.

Poznamka

Bluetooth pairing request

Insert PIN CODE(QD00) to connection with TPMS
Enter PIN to pair with TPMS_BT_EAX64789 (Try
0000 or 1234)

PIN
Usuatly 00¢
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5. Pripojeni TPMS je dokonceno.

v

TPMS Informace

o

Select a TPMS Bluetooth Adapter for Connection

Device Manager -

KDS vCi TPMS

Posledni pfipojené TPMS ™
TPMS_BT_EAX64789

Verze firmware &

Proud 3.3/01.00 Nejnovéjdi  3.4/01.00

The update of firmware is required,

‘TPMS Bluetooth Adapter

TPMS_BT_EAX64789

Stav

Pougit

TPMS Bluetooth Adapter Connection Notes

Combine a TPMS Module and Bluetooth Adapter.
Turn the TPMS Module on,
After pairing, the state of TPMS BT Adapter becomes

“Connected” and means ready for using TPMS.
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